SPRINT PLUS FRENCH

S35 FO HI CI SR GR//P

Article code : SHNO3

TQO 2> 358

ALUMINIUM
535 % 4
POROMAX® 0.630 KG*

KEY FEATURES

Multi-surface sole, inspired by all-season tires, adaptable to all environments

COMPOSITION STANDARDS
UPPER EN IS0 20345 : 2022

Microfiber

Microfiber suede reinforcement at the front of the shoe SR
Tongue R High-performance grip

Tongue with inner gussets

FO
Upper collar Oil-resistant sole

Padded and plush for added flexibility and comfort, prevents chafing

Pull loop at the back for easy on and off HI
Heat insulated sole

Lining
Poromax®: Comfortable, cushioned, and anti-abrasive. Antibacterial

treatment and temperature regulation cl
Cold insulated sole

Height

16.5cm ESD
TOE CAP Dissipates electrostatic charges

Aluminium
Reinforced and contoured
Thin and very light (imperceptible when worn]
Comfort skirt: plastic extension that prevents feeling the toe cap

during foot flexion US E

INSOLE Construction, logistics, industry, services, craftsmen

Mille Soft®, made from 100% recycled expanded foam
Ultra-comfortable and ergonomic
Moisture-absorbing, breathable, anti-abrasion, and anti-fungal
(washable at 30°C).

PUNCTURE-RESISTANT SOLE
Textile
Covers 100% of the sole of the foot
Amagnetic, athermic (does not conduct heat or cold)
Sewn directly onto the upper
Ultra-light, flexible, and does not impede the natural movement of
the foot
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The product properties remain unchanged only if insoles recommended by the manufacturer are used. MILLE SAS reserves the right to modify the manufacturing specifications of the product
* Net weight for 1 foot size 43



SPRINT PLUS

S3S FO HI CI SR
Article code : SHNO3

OUTSOLE

FrenchGrip® in dual-density expanded polyurethane

(15% recycled), with energy return (64%)

Slip resistance (Standard EN 1SO 20345:2022)
Ceramic surface/ Sodium Lauryl Sulfate NaLS

A - From heel to toe 0,53 (>0,31)
B - From toe to heel 0,52 (>0,36)

Additional requirement SR
Ceramic surface / Glycerine

C - From heel to toe 0,37 (>0,19)

D - From toe to heel 0,36 (>0,22)

Wide and generous fit
providing a pleasant
sensation of comfortand .

stability .

An anti-torsion system
with slip-resistant coating

for ladders .

A wear layer thickness
of 2 mm or good abrasion
resistance, 25% above
average

(PU 55 Shore BASF) .~

Resistance to chemicals

FR

UsM

cm
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SIZES CONVERSION - MEN AND LADIES

FRENCH
GR//P

Stud orientation for
better fluid evacuation
and adherence to the
direction of walking.

Self-cleaning studs,
preventing impurities

... from lodging

Studs with variable
geometry for better

... slip resistance

A heel notch

with studs 3.5 mm high

A comfort layer of 5 mm
to absorb shocks and

prevent delamination
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304 314

FABRIQUE
EN FRANCE

The product properties remain unchanged only if insoles recommended by the manufacturer are used. MILLE SAS reserves the right to modify the manufacturing specifications of the product.



